REVISIONS

SELF-SEALING LAP (SSL)

TECHLITE FOAM CAN EXPAND UP TO 4% DUE TO HUMIDITY AND TEMPERATURE
DIMENSIONS REFLECT FACTORY CONDITIONS

REV. DESCRIPTION DATE APPROVED
2" OVERLAP BUILT INTO 379 AND 879 SYSTEMS ONLY
ASJ IS FLUSH ON BOTH ENDS
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48" INSULATION
50" JACKET
PROPRIETARY AND CONFIDENTIAL W .
THE INFORMATION CONTAINED IN THIS UNLESS OTHERWISE SPECIFIED TECHUITE
DRAWING IS THE SOLE PROPERTY OF DIMENSIONS ARE IN INCHES INSULATION
ACCESSIBLE PRODUCTS CO. ANY TOLERANCES: 2212 W. 5th Pl Tempe, AZ 85268
REPRODUCTION IN PART OR AS A WHOLE FRACTIONAL®* 1/16 DESCRIPTION
WITHOUT THE WRITTEN PERMISSION OF ANGULAR + 1°
ACCESSIBLE PRODUCTS CO. IS PROHIBITED. | TWO PLACE DECIMAL  # 0.01 SlNGLE SLlT Pl PE |NSU LATION
MATERIAL \/ ARIES THREE PLACE DECIMAL * 0.005 DWG. NO. .
FINISH VARIES NAME DATE A Slngle S“T
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